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ABSTRACT: This article presents a novel crystal agglomeration strategy
for elemental sulfur (S) produced during biological desulfurization (BD).
A key element is the nucleophilic dissolution of S by sulﬁde (HS−) to
polysulﬁdes (Sx2−), which was enhanced by a sulﬁde-rich, anoxic reactor.
This study demonstrates that with enhanced Sx2− formation, crystal
agglomerates are formed with a uniform size (14.7 ± 3.1 μm). In contrast,
with minimal Sx2− formation, particle size ﬂuctuates markedly (5.6 ± 5.9
μm) due to the presence of agglomerates and single crystals. Microscopic
analysis showed that the uniformly sized agglomerates had an irregular
structure, whereas the loose particles and agglomerates were more deﬁned
and bipyramidal. The irregular agglomerates are explained by dissolution
of S by (poly)sulﬁdes, which likely changed the crystal surface structure
and disrupted crystal growth. Furthermore, S from Sx2− appeared to form
at least 5× faster than from HS− based on the average Sx2− chain length of
x ≈ 5, thereby stimulating particle agglomeration. In addition, microscopy suggested that S crystal growth proceeded via amorphous
S globules. Our ﬁndings imply that the crystallization product is controlled by the balance between dissolution and formation of S.
This new insight has a strong potential to prevent poor S settleability in BD.

1. INTRODUCTION

redox reaction with oxygen (O2) as the electron acceptor (eq
1)

Biomineralization, a process by which living organisms form a
mineral, has a strong potential for resource recovery from
waste streams. Elemental sulfur biomineralization speciﬁcally
has been shown to be useful in removing hazardous hydrogen
sulﬁde (H2S) from bio- and natural gas streams.1−3 By
transforming the toxic H2S gas into elemental sulfur crystals,
bacteria render the sulﬁde harmless and convert it into a
valuable, safe, solid form that is easily recovered and reused.
The sulﬁde-oxidizing bacteria (SOB) biomineralize elemental
sulfur as an essential part of their energy metabolism using H2S
as electron donor. SOB naturally occur in a wide range of
environments, such as hydrothermal vents, seas, sediments,
lakes, and ponds,4−9 yet in biological desulfurization (BD),
they are present as biological catalysts. The elemental sulfur
they produce, referred to as “biosulfur”, is especially useful as a
fertilizer and fungicide, presumably because of its small particle
size and hydrophilic properties.10−16
Based on the elemental sulfur biomineralization process, the
Thiopaq BD technology was developed. Currently, more than
270 industrial installations have been built worldwide.17
Typically, the process operates at mildly alkaline conditions
(pH of 8.5) and elevated salinity (1 M). In the process, SOB
oxidize the chemically absorbed H2S to elemental sulfur by a
© 2021 The Authors. Published by
American Chemical Society

HS− + 1/2O2 → S0 + OH−

(1)

In the bioreactor where the O2 is supplied via aeration, the
HS− can also be chemically oxidized to thiosulfate (S2O32−) or
biologically to sulfate (SO42−). However, these unwanted
oxidation processes are largely prevented by carefully
controlling O2 supply in the bioreactor with the redox
potential so that elemental sulfur is the main product.1,18
While this BD process is an established biotechnology, the
properties of the sulfur crystals formed are still hard to control.
Analysis of several industrial BD installations has shown that
the sulfur crystals vary greatly in particle size distribution
(PSD) and morphology (aggregates, single crystals, or
combinations thereof).19 Sulfur aggregates were shown to
have the best settleability, which is preferable for removal of
the sulfur from the BD reactor. The lack of control over
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Figure 1. Development of median particle diameter from the gas-lift reactor (●) and from the settler (×) in exp. 1 (A, short polysulﬁde formation
time) and 2 (B, long polysulﬁde formation time). The average median particle diameter for exp. 1 was 5.6 ± 5.9 μm from the gas-lift reactor and
23.4 ± 5.0 μm from the settler. The average median particle diameter for exp. 2 was 14.7 ± 3.1 μm from the gas-lift reactor and 14.3 ± 4.6 μm from
the settler.

Figure 2. An overview of all PSDs from the gas-lift reactors shows a wide range of particle sizes for exp. 1 (A, short polysulﬁde formation time) in
contrast with a narrow range of particle sizes for exp. 2 (B, long polysulﬁde formation time).

properties, which is important for the sulfur recovery eﬃciency.
Simultaneously, operational problems that now are faced in the
industry will be prevented.

particle properties may hinder the sulfur settleability and
subsequently may lead to operational problems, such as sulfur
accumulation and foaming. The diﬀerences in particle size and
morphology, which were qualiﬁed in previous work, could not
be explained due to limited data available on the speciﬁc
operating conditions under which the particles were formed
such as the H2S loading rate, redox potential, aging time, and
pH. However, a study from the perspective of surface
chemistry by Janssen et al. did point to the H2S loading rate
in the reactor as being of importance for the formation of
sulfur aggregates.20 Furthermore, recently, the traditional
reactor conﬁguration with a gas washer and aerated bioreactor
was extended with a sulﬁde-rich, anoxic, stirred compartment
as this was shown to enhance sulfur production and to avoid
(thio)sulfate formation.21 In this sulﬁdic, anoxic compartment,
polysulﬁde formation takes place (eq 2)22−25
HS− +

x−1
S8 ⇆ Sx 2 − + H+
8

2. RESULTS
2.1. Elemental Sulfur Particle Size Development by
Laser Diﬀraction. Two continuous bioreactor experiments
with the same H2S loading rate (138 mmol L−1 day−1) but
with diﬀerent reactor design were performed for 31 and 28
days (exps. 1 and 2). In exp. 1, the polysulﬁde formation time
was only 5 min (the retention time in the absorber), whereas
in exp. 2, the time was extended to 45 min by adding a sulﬁdic,
anoxic reactor. During the polysulﬁde formation time,
polysulﬁde was formed autocatalytically when elemental sulfur,
sulﬁde, and polysulﬁde reacted together.26 Hence, more
polysulﬁde was formed in exp. 2. The (poly)sulﬁde-rich
solution was continuously pumped to the gas-lift reactor where
all (poly)sulﬁdes were oxidized by the SOB predominantly to
elemental sulfur. The size of the elemental sulfur particles from
the gas-lift reactor and the bottom of the settler in both
experiments was analyzed over time (Figure 1).
A striking diﬀerence in particle size appeared between the
two experiments. In the gas-lift reactor with short polysulﬁde
formation time (exp. 1), the particle size ﬂuctuated, but on
average, it stayed relatively small (5.6 ± 5.9 μm). In contrast,
particles from the gas-lift reactor with long polysulﬁde
formation time (exp. 2) had a stable size and were, on
average, larger (14.7 ± 3.1 μm). The same pattern of the wide
size distribution of exp. 1 and the narrow size distribution in
exp. 2 was observed in the particles collected from the settler.
In exp. 1, the particles from the settler were on average at least
4 times larger (23.4 ± 5.0 μm) than from the gas-lift reactor,
whereas in exp. 2, they were in the same size range (14.3 ± 4.6

(2)

Polysulﬁdes (Sx2−) are chains of zero-valent sulfur atoms with
one sulfur atom of oxidation state −2. We hypothesize that the
polysulﬁde formation has a distinct eﬀect on the elemental
sulfur crystallization. However, the eﬀect of this additional
process step on the sulfur crystallization has not been studied.
These ﬁndings on aggregation,20 ﬂuctuating products in the
industry,19 and recent new process design21 warrant investigation in the sulfur biocrystallization processes and
conditions that aﬀect them. Long-term (16−40 days)
laboratory bioreactor experiments at varying conditions and
designs were performed, and the resulting biosulfur particles
were characterized to clarify the biosulfur crystallization
mechanism and its relationship with the applied conditions.
This knowledge can be applied to control sulfur particle
27914
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Figure 3. Light microscopy pictures of exp. 1 (short polysulﬁde formation time) (a) at day 19 and (b) at day 20 and of exp. 2 (long polysulﬁde
formation time) (c) at day 19 and (d) at day 20. (a,c) 400× magniﬁcation and (b,d) 1000× magniﬁcation. The grid in c and d has no function in
these pictures.

Figure 4. SEM pictures of elemental sulfur particles produced in exp. 1 with short polysulﬁde formation time (a,e: day 15, c: day 19) and exp. 2
with long polysulﬁde formation time (b,d,f: day 28) showing PSD (a,b), particle attachment (c,d), and crystal habit (e,f).

μm). This diﬀerence was also observed by light microscopy
analysis (Supporting Information Figure S2). The wide (exp.
1) and narrow (exp. 2) full PSDs from the gas-lift reactor
emphasized this strong diﬀerence between the size distribution
of particles produced under the two diﬀerent experimental
conditions (Figure 2).

2.2. Microscopic Analysis of Sulfur Particle Size and
Morphology. We ﬁrst studied the morphology of the
biosulfur particles from the gas-lift reactor with light
microscopy and then selected two representative pictures for
each experiment (Figure 3). Generally, biosulfur particles
appeared as radiant, whitish shapes in the pictures. Thicker
particles had darker, gray centers. Between the biosulfur
27915
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Figure 5. Polarized light microscopy revealed crystallinity of sulfur particles of exp. 1 due to the crystals’ birefringence. (a,c) Without polarization
ﬁlter. (b,d) With polarization ﬁlter. (a/b) Day 4 and (c/d) day 18. Sulfur globules of day 18 (c) are amorphous as they show no birefringence in
(d). The grid in c and d has no function in these pictures.

Figure 6. Development of the median particle diameter in exps. 3 (A) and 4 (B) (short and long polysulﬁde formation time without the settler).
Particle diameters are shown for the gas-lift reactor (▲) and for exp. 4 also for the anoxic reactor (Δ). The average median particle diameter for
exp. 3 was 8.5 ± 5.0 μm. The average median particle diameter for exp. 4 was 8.2 ± 6.9 μm. As clear growth was observed, the ﬁnal median particle
diameter for exp. 4 was 20.9 μm.

particles, SOB from the mixed culture were identiﬁed as black
dots (coccus), rods (bacillus), or spirals (spirochete). Sporadically, attachment of a globule-like sulfur particle to a
microorganism was observed.
Although light microscopy did not provide the highest
resolution, characteristic sulfur particle shapes were still
identiﬁed. In exp. 1 (Figure 3a,b), most of the particles were
single, although particle attachments were also present. The
single particles were either roundish or bipyramidal. A
bipyramidal crystal morphology is typical for orthorhombic
α-cyclo-octasulfur, which is most commonly found in nature.27
The attachments were large (∼20 μm) compared to the single
particles (1−5 μm). In contrast, in exp. 2 (Figure 3c,d), most
of the particles seemed attached. Distinct crystal morphology
was hardly visible; only at the edges of the attachments did we
notice round particle proﬁles. The attachments were uniform
in size (10−20 μm) with an irregular, ﬂoc-like shape. The size
distribution of the particles that was observed in the pictures
corresponded well with the PSD as measured with laser
diﬀraction. The pictures also showed that the larger particles in
the PSD were particle attachments and that they were not
single crystals.

For more detail on particle size and morphology, we
analyzed the sulfur particles with scanning electron microscopy
(SEM). Figure 5 illustrates the remarkable eﬀect of polysulﬁde
formation time on the PSD, particle attachments, and crystal
habit. For the short polysulﬁde formation time (exp. 1),
particles were either present as loose crystals or in attachments
(Figure 4a). The single crystals were 1−5 μm, and the
attachments were 5−60 μm. Especially, for the single crystals,
the crystal habit was idiomorphically bipyramidal with a
smooth surface, but imperfect bipyramids were also visible
(Figure 4c). Examples of growth phenomena that we observed
were rounded corners of the bipyramids, twinning, and skeletal
growth (black arrows). This speciﬁc type of skeletal growth
refers to the interconnected bipyramids as described by
Desarnaud et al.28 Other deviations from the idiomorphic
bipyramidal shape were also observed, but we were not able to
identify them. Moreover, globular particles were observed,
which were attached to the crystal surface (black arrows,
Figure 4e).
For the long polysulﬁde formation time (exp. 2), particles
were predominantly present in porous, ﬂoc-like attachments of
10−20 μm (Figure 4b). The crystal habit lacked bipyramidal
shape (Figure 4d). Only one bipyramid (black arrow) was
27916
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Figure 7. PSD development in exp. 4 (long polysulﬁde formation time, no settler). Peaks (modal particle diameters) are at 0.1, 2, 6, 19, and 24 μm,
showing gradual growth over the course of the experiment.

Figure 8. Proposed mechanism for elemental biosulfur crystal growth and agglomeration. First, an elemental sulfur globule is formed at the surface
of an SOB and released into the solution (1). The globule may either grow to or become part of a bipyramidal crystal (2) at a low sulfur formation
rate or agglomerate (3−4) at a moderate-to-high sulfur formation rate. At a moderate sulfur formation rate, the globules in the agglomerates may
still crystallize and grow to the typical bipyramidal crystal shape (3), whereas at a high sulfur formation rate, this morphology is completely absent
(4). In addition to growth, autocatalytic sulfur particle dissolution to (and by) polysulﬁdes may take place that reduces the size of the sulfur
particles and impedes formation of the bipyramidal crystal shape. The sulfur formation rate increases when more polysulﬁdes are formed.

distinguished in Figure 4d, which seemed to be in the process
of formation. Instead, the habit looked irregular and was
characterized by round particles attached by bridge-like
structures or cemented together (Figure 4f). Based on the
pictures, the attachments from exp. 2 also appear to have a
higher speciﬁc surface area than the particles and attachments
from exp. 1. The round particles in the attachments of exp. 2
were much smaller in size (under 500 nm) than the particles in
the attachments of exp. 1 (500 nm or larger).
Furthermore, the sulfur particles from exp. 1 were observed
with polarized light microscopy (Figure 5). This technique

allows for the visual distinction between crystalline and
amorphous materials due to a crystal’s birefringence.29 The
sulfur crystals from day 4 (Figure 5a) are clearly visible under
polarized light (Figure 5b), whereas the microorganisms in the
sample are not visible because they are amorphous. On day 18,
many globular particles were observed in the sample (Figure
5c). When those globules were inspected under polarized light,
they were not visible (Figure 5d). This demonstrates that the
globules are amorphous and not (yet) crystallized.
2.3. Particle Size Development with a Lower H2S
Loading Rate and without a Settler. The second set of
27917
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solution compared to the equilibrium amount. As in our
system we have both sulﬁde and polysulﬁdes and we assume
constant biological oxidation capacity of SOB, their electrochemical potential and concentrations will greatly determine
the rates of sulfur solid formation when redox conditions
change in the gas-lift reactor.30,31
The elemental sulfur globules (Figure 8-1) were observed
throughout all experiments to be the initial phase of the sulfur
crystallization. They were observed free in the solution, but
sometimes, they were also observed attached to the SOB.
Extracellular sulfur globule production by SOB has been
previously reported.20,32−34 Janssen et al. studied sulﬁde
oxidization under similar conditions as those applied in our
experiments. In their study, they documented SOB with sulfur
globules on their surface in detail with cryo-SEM.20 They also
deduced that due to their negative surface charge, the sulfur
particles must be covered with organic components. We did
not study this, but the organic coating might aﬀect the
crystallization and stabilize the amorphous phase. Marnocha et
al. also found that the globules of the SOB from their study are
covered by a layer of organics (protein and polysaccharides),
which is the main feature that distinguishes them from
abiotically produced globules.34 The organic coating on the
globules appeared to slow the aging and crystallization of the
amorphous sulfur globules. However, the globules in their
study eventually transitioned to a more crystalline phase like
the sulfur globules found in our experiments. Earlier research
by the same group also indicated that globules could be formed
without direct attachment to the SOB.33 The globule
formation in their study took place unattached from the cell
by biologically produced polysulﬁdes as an intermediate.
However, Marnocha et al. studied a pure culture of one
speciﬁc phototrophic SOB (Chlorobaculum tepidum) under
purely anoxic conditions, whereas we studied sulfur formation
by a mixed culture with a dominance of Thioalkalivibrio in the
presence of oxygen. As the type of SOB and conditions
diﬀered, the globules may have formed in a diﬀerent way. In
our experiments, both attached and unattached formation may
have occurred because we observed globule−SOB attachment
and also many globules that were not attached to SOB. The
most likely explanation is that the free globules in our
experiments had been formed at the cell surface, but detached
from the cell after formation. Nevertheless, the sulfur globules
were the initial solid phase of elemental sulfur that was
observed in our experiments. During and shortly after
formation, the globules were still amorphous and may
crystallize to elemental sulfur crystal nuclei. Therefore, from
a crystallization point of view, they might be described as
amorphous precursors.35 We suggest that crystal growth
proceeds via these globular amorphous precursors.
The second type of particles we found were idiomorphic
bipyramidal crystals (Figure 8-2). A bipyramidal crystal
morphology is typical for orthorhombic α-cyclo-octasulfur.
Not all bipyramids that were observed were idiomorphic;
defects also occurred, such as rounded corners, twinning,
(skeletal) hopper growth, and other unidentiﬁed defects
(Figure 4c). With light microscopy and SEM, we frequently
observed the attachment of a globule to a bipyramid. As
elemental sulfur has an extremely low solubility of 19 nM at 25
°C,36 it is not likely that crystal growth proceeded by the
attachment of single aqueous S8 rings. Instead, we suggest that
crystal growth takes place by attachment of the globular
amorphous precursors.37 The reduction of surface energy is the

bioreactor experiments (experiment 3 and 4) did not need a
settler by operating at a lower sulﬁde loading rate (i.e., 63
instead of 138 mmol L−1 day−1). Exp. 3 was operated with a
polysulﬁde formation time of 5 min, whereas for exp. 4, like
exp. 2, the polysulﬁde formation time was extended to 39 min
by adding an anoxic reactor. Despite the lower loading rate and
the absence of the settler, in exp. 3 and 4, the same pattern as
in exp. 1 and 2 was visible with respect to particle size (Figure
6). In exp. 3, the particle size shows large variations in the
median diameter over time. In addition, variation between
triplicate measurements was high, as shown by the large error
bars. The average median particle size was 8.5 ± 5.0 μm, which
was similar to exp. 1. In contrast, the sulfur particles from exp.
4 have a more uniform size. In exp. 4, the size of the particles
from the anoxic reactor was also measured. Interestingly, the
particle size was smaller than in the gas-lift reactor.
In addition, in exp. 4, we observed that the particle size
increased over the course of the experiment (Figure 7). The
median particle diameter grew, but the modal particle diameter
also shifted from 0.1 to 24 μm over time. The population of
particles creating the peak at 0.1 μm was mostly present at the
beginning of the experiment and had disappeared by day 13.
From day 13 onward, the PSD was like the PSDs in exp. 2.

3. DISCUSSION
In this study, we investigated the formation and growth of
elemental sulfur crystals in biological gas desulfurization. In
addition, we studied the eﬀect of polysulﬁde formation time on
biosulfur crystal growth. At long polysulﬁde formation time,
uniformly sized particle attachments were formed, and their
size was stable throughout the experiment. At short polysulﬁde
formation time, particle attachments and single crystals were
formed, resulting in a broad size range. At half the H2S dosing
rate, the same particle size pattern was observed. However, in
the experiment with half the H2S dosing rate and long
polysulﬁde time (exp. 4), an increase in the particle size over
time was observed. By day 13 of exp. 4, the PSD was similar to
that of the experiment with a high H2S dosing rate and long
polysulﬁde formation time (exp. 2). With respect to the
particle morphology, the attachments at long polysulﬁde
formation time were irregular (Figure 4b,d,f). In contrast,
the attachments and particles at short polysulﬁde formation
time were more organized and had a typical bipyramidal shape
for orthorhombic α-cyclo-octa sulfur (Figure 4a,c,e). Globular
sulfur particles of varying size but all <1 μm were also observed
in the samples. When we analyzed the sulfur globules with
polarized light microscopy, they showed no birefringence. This
meant that the globules were amorphous, as opposed to the
nonglobular particles in the sample, which were crystalline.
3.1. Sulfur Crystal Growth Mechanism. Based on these
results, we propose an elemental biosulfur crystal growth
mechanism in BD. The mechanism is derived from four types
of sulfur particles observed during the experiments (Figure 8):
globules, bipyramidal crystals, agglomerates, and irregular
agglomerates of particles. The ﬁnal size and shape of the
sulfur particles depend not only on the sulfur formation rate
but also on the dissolution of the elemental sulfur by
polysulﬁde formation (indicated by upward arrows). Moreover, the crystal growth mechanism depends on the
thermodynamic driving force, as upon entering the gas-lift
reactor, the process solution is out of equilibrium and
supersaturated. In electrochemical precipitation, this driving
force is the potential of the actual concentration of ions in
27918
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(poly)sulﬁdes was likely to change the sulfur surface structure
and disrupts the crystal growth process. This process may have
formed (irregular) agglomerates. As the reaction is autocatalytic, longer polysulﬁde formation time and the continuous
presence of polysulﬁde in the anoxic reactor will enhance the
polysulﬁde formation. It is not clear how the polysulﬁde
formation aﬀected the surface structure exactly. However, in
the SEM pictures, the surface of the particles which was
exposed to long polysulﬁde formation time looked roughened.
The roughness may have originated from uneven surface
dissolution. Polysulﬁdes may also have altered the particle
surface by adsorption due to their bola-amphiphilic structure44,45 or may have been attached to the surface as an eﬀect
of the polysulﬁde formation pathway.46 In this pathway
proposed by Kafantaris and Druschel, the nucleophilic
dissolution of S8 takes place either at the surface of the
particle (surface reaction-controlled) or in the solution with
solubilized S8 rings (dissolution-controlled). In addition, the
globules and/or crystals may be damaged or destabilized by
polysulﬁde formation. This might enhance their agglomeration
tendency as the hydrophilic layer of the particle is likely
damaged by the nucleophilic attack of (poly)sulﬁdes,
stimulating hydrophobic sulfur−sulfur interactions.
Moreover, elemental sulfur formation from polysulﬁdes is
expected to have occurred substantially faster than from
sulﬁde. The average chain size of polysulﬁde was previously
reported to be 5.17 ± 0.03 at an oxidation reduction potential
(ORP) of −410 mV under typical process conditions (pH of
8.5 and 35 °C).47 Hence, the orthorhombic α-S8 formation
rate from polysulﬁde is expected to go at least 5× faster than
from HS− based on the approximate average polysulﬁde chain
length of ﬁve. Elemental sulfur formation from polysulﬁdes
thus led to a higher sulfur formation rate, thereby stimulating
agglomeration. In addition, Banciu et al. showed that SOB
oxidize the sulfane atom (charge −2) of Sx2− faster than HS−
alone. When the ﬁnal oxidation product of polysulﬁdes is
elemental sulfur, the formation of elemental sulfur is expected
to go more than 5× faster from polysulﬁde than form HS−.48
Furthermore, van den Bosch et al. showed that the SOB
oxidation rate was not limited by higher Sx2− concentrations,
whereas it was limited by a higher HS− concentration.49 This
may also have allowed for a higher sulfur formation rate.
However, Dahl reported that, virtually, nothing is known about
the oxidation of polysulﬁdes and their transformation into
sulfur precipitates.50 Theoretically, the transformation of
polysulﬁdes to elemental sulfur could be purely a chemical
process as they are in equilibrium with elemental sulfur.44 Yet,
no (poly)sulﬁde was detected in the bulk of the solution in the
gas-lift reactor during the experiments. This indicates that the
(poly)sulﬁde conversion was instantaneous and, thus, more
likely the result of biological oxidation than of an equilibrium
shift upon oxidation of HS−. Polysulﬁde formation thus played
an essential role in the elemental sulfur crystal growth
mechanism.
3.3. Implications and Future Work. Our ﬁndings explain
the large PSD diﬀerences in BD installations and have
important implications for controlling the elemental biosulfur
crystallization in industrial BD. A key element is the
nucleophilic dissolution of elemental sulfur by sulﬁde to
polysulﬁdes. Polysulﬁde formation can function as a novel
agglomeration strategy, which has a strong potential to solve
the problem for poor sulfur settleability in BD. In the
traditional BD conﬁguration, a large variety of particle sizes

driver for this process. The idiomorphic shape of the
bipyramids implied a slow growth process at low supersaturation in the metastable zone. As the globular amorphous
precursors are suggested as the growth units, it is likely that the
bipyramids were formed when the concentration of these
globules was low. Moreover, the crystallization process for
bipyramidal crystals should not be disturbed by, for example,
nucleophilic attack of (poly)sulﬁde to the bipyramid as this
would disturb the idiomorphic bipyramid shape. Formed
polysulﬁde concentration was low due to a short retention time
of the particles under anoxic, sulﬁdic conditions, for example,
when only a gas absorber was present in the setup.
The third type of particles found in the experiments were
sulfur crystal attachments (Figure 8-3). We had previously
called these attachments to be aggregates,19 but by deﬁnition
of Lewis et al., they should be deﬁned as agglomerates.38
Unlike aggregates, agglomerates are built of individual crystals
that are irreversibly cemented together. These agglomerates
are thought to be formed by an accelerated crystallization
process, where the globules do not have time to completely
merge with the bipyramid to which they have adhered. By this
process, the globules facilitate agglomeration through crystal
bridging.39,40 Defects in which a crystal grows attached to
other crystals can also be described as a type of
agglomeration.41 Due to the extremely low solubility of
elemental sulfur and the used H2S dosing rate (63−138
mmol L−1 day−1), there was a constant tendency for high
supersaturation. At high supersaturation and for relatively small
crystals (e.g., with sizes up to 20 μm), agglomeration is
frequently encountered in crystallization processes.42 In
addition, we postulate that polysulﬁde formation might alter
the surface properties of the sulfur particles, thereby also
stimulating agglomeration. Thus, the agglomeration process is
expected to take place even at moderate sulfur formation rates.
The fourth type of particles we found were highly irregular
agglomerates, which may also be deﬁned as agglomerates
(Figure 8-4). These agglomerates have lost any morphology
that would indicate that they are elemental sulfur. The growth
of these irregular agglomerates is thought to proceed by
globule attachment in the gas-lift reactor, but is continuously
disrupted by polysulﬁde formation. Being severely aﬀected by
this dissolution reaction to polysulﬁde, they hardly display
typical sulfur morphology. Interestingly, these agglomerates
had a stable size during the experiments. Moreover, the particle
size in the anoxic reactor was structurally smaller than in the
gas-lift reactor (exp. 4). The smaller size supports the
argument that the agglomerates either were dissolved or
reduced in size in the anoxic reactor due to polysulﬁde
formation. In the gas-lift reactor, sulfur particles grew again as
sulfur was formed by (poly)sulﬁde oxidation. The continuous
cycle of breakdown and buildup of these particles led to the
elimination of the small single particles and produced
agglomerates of a stable size.
3.2. Speciﬁc Role of Polysulﬁde Formation in
Elemental Biosulfur Crystallization. Our experiments
show that polysulﬁdes have a key role in the formation and
growth of elemental sulfur. Kleinjan et al. and Hartler et al.
both found that the presence of polysulﬁde ions accelerated
the dissolution of elemental sulfur. Thereby, they aﬃrmed that
the formation of polysulﬁde ions has an autocatalytic eﬀect on
the rate of sulfur dissolution in aqueous sulﬁde solutions.26,43
Therefore, supported by their ﬁndings, we suggest that the
autocatalytic nucleophilic dissolution of elemental sulfur by
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Figure 9. Experimental setup. (A) absorber, (B) anoxic reactor, (C) gas-lift reactor, (D) settler, and (S) sampling ports. For the design without
compartment B, the liquid from the absorber A was introduced in the bottom of reactor C. Liquid ﬂows are indicated with solid lines and gas ﬂows
with dashed lines. In compartments A and B, the main reaction taking place of interest to sulfur crystallization was polysulﬁde formation. In
compartment C, the main reaction taking place of interest to sulfur crystallization was (poly)sulﬁde bio-oxidation.

and morphology was found with varying settleability.19
Although larger crystal sizes could be reached by growing
single crystals under low supersaturation, this is practically not
feasible considering the high H2S processing rates required in
these types of processes. A more suitable approach would be to
stimulate particle dissolution and agglomeration. Agglomerates
as particles have better settleability than single crystals, but
they also have less tendency to caking than single crystals.19,51
Furthermore, agglomerates are ﬁltered faster than single
crystals.42 Moreover, the apparent higher surface area of the
agglomerates will be positive for the reactivity of elemental
sulfur when it is applied as a fertilizer or fungicide. Despite
these promising results, questions remain about which
parameters control the exact size of the sulfur globules and
when they are released from the SOB surface. We postulate
that with a higher sulfur formation rate, the SOB produce
smaller globules, which have a high tendency to detach from
the SOB surface. In addition, the boundary operational
conditions of the BD process needed to reach agglomeration
are to be investigated. Besides, the ﬁeld of nonclassical
crystallization theory is still under development and the
terminology therefore not well deﬁned. This may lead to
inaccurate use of terminology in our description. Future
studies on these topics are therefore recommended.

shape was observed. We thereby conclude that sulfur particle
size and shape in the BD process depends on the degree of
sulfur formation and dissolution to polysulﬁdes. Furthermore,
we postulate that the elemental sulfur crystallization proceeded
via biologically formed amorphous sulfur globules. These
ﬁndings may be used to control sulfur particle properties in
industrial BD systems to enhance sulfur recovery and prevent
operational issues.

5. MATERIALS AND METHODS
5.1. Experimental Setup. Four reactor designs were used
to produce elemental sulfur particles at two diﬀerent H2S
loading rates (63 and 138 mmol L−1 day−1). The simplest
design consisted of a gas absorber (A) and a gas-lift reactor
(C) (Figure 9). For the other three experiments, the design
was extended with either a stirred anoxic reactor (B) between
the absorber and gas-lift reactor and/or a settler (D) after the
gas-lift reactor (emphasized in blue boxes). The H2S gas was
introduced into the reactor system through an anoxic absorber.
During operation, the reactor content (i.e., buﬀered medium,
SOB, sulfur particles, and dissolved sulfur species) was
continuously circulated over the entire reactor system. O2
was introduced into the system in the gas-lift reactor. In the
extended design with the anoxic reactor (ABC), the anoxic
reactor prolonged the residence time of sulfur particles under
anoxic conditions before they were circulated to the gas-lift
reactor. In the extended design with the settler (ACD or
ABCD), the settler prevented sulfur accumulation in the
system during experiments with the high H2S loading rate.
Sulfur accumulation causes several operational issues, such as
foaming and clogging.19
Pure H2S gas and oxygen were supplied by mass ﬂow
controllers (Brooks, 5850E series, 0−100 mLn min−1, Brooks
Instrument LLC, Hatﬁeld, USA) in the absorber and gas-lift
reactor, respectively. The gas ﬂow was recycled from the
headspace to the bottom of the gas-lift reactor with a vacuum
pump to prevent any release of H2S gas and to reach low

4. CONCLUSIONS
A novel agglomeration strategy has been developed for
biologically produced elemental sulfur during biological gas
desulfurization. Stable agglomeration was achieved by exposing
formed elemental sulfur particles to sulﬁde in an anoxic
environment in addition to the gas absorber so that the sulfur
particles were partially dissolved to polysulﬁdes. In the gas-lift
reactor of the process, these (poly)sulﬁdes were again oxidized
to predominantly elemental sulfur. The agglomerates looked
irregular and lacked a typical bipyramidal sulfur crystal shape.
In contrast, when polysulﬁde formation time was short, the
crystallization was less disturbed and a bipyramidal crystal
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oxygen concentrations. If pressure built up in the reactor,
excess gas was discharged via a water lock saturated with zinc
acetate to capture any potentially present H2S. The overall
working volume of the combined reactors was 4.2−9.1 L,
depending on the speciﬁc design. The volume of the gas
absorber was 0.2 L. The volume of the gas-lift reactor was
always 3.7 L as this volume largely deﬁnes the sulﬁde oxidizing
capacity. Small diﬀerences in reactor volumes between
experiments are due to varying volumes in, for example,
tubing. For optimal biological activity, the reactors were
operated at 35 °C using a thermostat bath and climatecontrolled cabinet.
5.2. Medium Composition. The medium consisted of a
buﬀer with 6.6 g L−1 Na2CO3 and 69.3 g L−1 NaHCO3 in
demineralized water at pH 8.5. Fresh buﬀer was supplied as a
constant ﬂow to maintain enough alkalinity in the system.
Furthermore, a nutrient stock was supplied for biological
growth, containing (in grams per 1 L of demineralized water):
K2HPO4, 0.1; MgCl2 6H2O, 0.0203; NaCl, 0.6; CH4N2O, 0.06
and 2 mL L−1 trace element solution, as described by Pfenning
and Lippert.52 Additionally, the medium in the absorber and
anoxic reactor contained dissolved H2S gas, mainly as bisulﬁde
(HS−). Various concentrations of sulfate and thiosulfate were
present in the medium as they may be formed in the
experiments by (biological) oxidation.
5.3. Microbial Inoculum. The reactors were inoculated
with a mixed culture of SOB obtained from an industrial BD
facility operating under halo-alkaline conditions at the
industrial wastewater treatment site Industriewater Eerbeek
B.V. (Eerbeek, The Netherlands).53 A well-characterized SOB
often present in industrial BD facilities is Thioalkalivibrio,21,54−56 which was also present in our inoculum
(Supporting Information Figure S1). The reactors were either
inoculated with washed microorganisms or, for practical
reasons, with the complete reactor content of a previous
experiment. The sulfur particles already present in the reactor
could have functioned as seeds on the initial day of the
experiments, but due to the high sulfur formation rate and
continuous operation, we expect this to be negligible for the
sulfur crystallization in most parts of the experiments. The
microorganisms were washed to inoculate them without
adding pre-existing elemental sulfur from the industrial BD
facility. For washing, the reactor content was centrifuged at
4500 rpm for 20 min (Firlabo, Froilabo, Paris, France). A
pellet was formed with two layers: a bottom layer of elemental
sulfur and a layer with microorganisms on top. The pellet with
microorganisms was carefully washed oﬀ and used as the
inoculum.
5.4. Experimental Operation. The experiments carried
out with the various reactor designs and H2S loading rates are
numbered exps. 1−4 (Table 1). The polysulﬁde formation is
based on the sum of residence times of reactor content in the
absorber and anoxic reactor. First, the reactor setup was ﬁlled
with the medium and inoculum, after which H2S supply was
started. During each experiment, the H2S loading rate was kept
constant. To maximize sulfur production, the ORP was set at
−360 mV versus Ag/AgCl, which is a representative set point
for BD.3,19,21 The ORP set point was controlled by a
proportional−integral controller, which regulated the oxygen
supply rate. In all experiments, the setup was operated in
continuous mode without interruption. A bleed stream was
collected by overﬂow from the gas-lift reactor or settler.
General process performance was monitored by a variety of
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Table 1. Experimental Designs for Minimal (Exps. 1 and 3)
and Enhanced (Exps. 2 and 4) Polysulﬁde Formation with
Combinations of Reactor Compartments (A) Absorber, (B)
Anoxic Reactor, (C) Gas-Lift Reactor, and (D) Settler
process condition

exp. 1

exp. 2

exp. 3

exp. 4

line-up (reactor compartments used)
total volume (L)
volumetric S-loading rate
(mmol L−1 day−1)a
duration (days)
polysulﬁde formation time (min)

ACD
5.6
138

ABCD
9.1
138

AC
4.2
63

ABC
7.6
63

31
4.8

28
45.0

40
4.8

16
38.7

a

Per liter gas-lift reactor.

parameters (Supporting Information Table S1). Reactors were
equipped with sensors for temperature and ORP (triple
junction, platinum rod, glass electrode equipped with an
internal Ag/AgCl reference electrode, ProSense, Oosterhout,
The Netherlands).
5.5. Sampling and Analysis. Each day, liquid samples
with suspended elemental sulfur particles were taken at a
sampling port in the middle of the anoxic reactor, the gas-lift
reactor, and from the bottom of the settler. The sampling ports
from the anoxic and gas-lift reactor were ﬂushed 3 times prior
to sampling to obtain a representative sample. Methods to
measure sulfate and thiosulfate concentrations, alkalinity,
conductivity, and pH have been previously described elsewhere.19 The process selectivity for elemental sulfur was
calculated by the mass balance based on the H2S supply and
measurement of dissolved sulfur products formed.21,57 The
microorganism concentration was measured as the amount of
total nitrogen as in De Rink et al.21 This method is based on
the absorbance of nitrophenol at 345 nm and performed with
the TNTplus 826 persulfate digestion method (Hach
Company, Loveland, Colorado, United States). The presence
of biologically produced sulfur did not aﬀect the total nitrogen
results.3
5.6. Characterization of Elemental Sulfur Particles.
The sampled elemental sulfur particles were analyzed for
various characteristics. Each day, sulfur PSD, particle
morphology by light microscopy, and elemental sulfur
concentration were measured according to Mol et al.19 To
verify the crystallinity of the sulfur particles, a polarizer was
used on the light microscope. Due to the anisotropic,
birefringent characteristic of crystalline sulfur, it is possible to
distinguish it from isotropic, amorphous sulfur. The median
(D50) of the PSD was reported to show the particle size
development over time. The median was used because it is
relatively unaﬀected by extreme measurements and skewed
distributions.58 Sulfur particles from exps. 1 and 2 were also
analyzed with SEM. The SEM procedure was performed
according Mol et al.,19 with the exception that the samples
were placed on a membrane ﬁlter (PC Nuclepore Ø 13 mm,
size 1 and 5 μm, Whatman plc, Maidstone, UK) and dried at
room temperature.
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